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e About JUMBOFLEX e

Huanyu Hose Co., Ltd. was established by Mr. Jang Yuan Fang, son
of Yao Wei President, and founder Mr. Jang Yi Sheung, dedicated to
expanding the development of the industrial hoses business.

Huanyu has 30 years of experience and specialized in manufacturing
a wide range of industrial hoses to its customers in the most diverse
industries such as wood dust collection, welding fume and vehicle
exhaust extraction systems. We provide products with high quality,
reasonable prices and efficient service.

We invite you to take a look at our products to see which ones meet
your requirements. If you find the ideal hoses, please do not hesitate
to contact us. As a young and innovative company, Huanyu will always
be willing to overcome the challenge to satisfy its customers.
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President

History

1980 — Establishment of our parent company Yao Wei Plastic Co., Ltd. in Taichung
which specializing in rubber products.

1990 — Commenced development of engineering plastics business.

1998 — Establishment of our company Jer Yeu Industrial Co., Ltd. Innovation of a
wide range of industrial hoses to meet customer demands with new and
updated products.

2000 — Technical cooperation with a leading German company.

2005 - Establishment of office in Kunshan, China.

2008 — Establishment of new company, Yang Chiuan Industrial. Co., Ltd., with a
production area of 2,300 m?2.

2010 — Establishment of offices in Tianjin, Wuhan, Chengdu Foshan , China.

2012 — Establishment of new warehouse.

The total area of company has up to 7,000 m2.

2014 — Yang Chiuan Industrial renamed as Huanyu Hose Co., Ltd.
Creation of a new brand name — JUMBOFLEX

2017 — Establishment of new product line of 6000/m2 fields

2019 — Establishment of brand new golden LOGO of elephant
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Test Report No.

INDUSTRIAL CO., LT

Auftraggeber: JER-YEU I D,
Client: No. 367, Sec. 3, Zhongshan Rd., Tanzi Dist, Taichung Cily 42749, Taiwan,
ROC.

‘Gegenstand der Priffung: 1 silicone, white

Tost tom:
Bezeichnung: SILICONE FOOD HOSE ¥ fr it
Identifcation:
20160508

Delivery condtion: Date of Receipt

fort: TOV Rheinland Hong Kong Ltd
Testing focation:
Prifgrundiage: Testing according to customer's specification or the following parameters:
Test specification: FDA 21 CFR 177.2600
Prifergebnis: The test results are the measurements, stated in the test report.
Test resul:
gepriit: tested by: Kontrolliert: checked by:
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Test Report No.: CTI2016130675 Date: 2016103129 Pago: 10i3

JER YEU INDUSTRIAL CO., LTD. w
NO. 367, SEC. 3, ZONGSHAN RD., TANZI DIST., TAICHUNG CITY, 42749 TAIWAN

The following bylon behalf of

‘Sample Submitted By : JER YEUINDUSTRIAL CO., LTD,

‘Sample Descrption : PVC BRAIDED HOSE

‘Sample Materal : PVC

ManufacturerfVendor : JER-YEU INDUSTRIAL CO., LT,

Country of Origin AWAN

Sample Receiving Date ~: 2016103/18

Testing Period + 2016103/18 TO 201610329

Test Requested + As specified by clent, withreference 1o U.S. Food and Drug Administration (FDA) 21
(GFR 175.300 (Condition of use E) to conduct test. Please refer 0 result table for testing
item(s).

Test Result(s) + Ploase refer o next page(s)
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5 Final result
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TEST REPORT

Mechanical & Hardgoods Laboratory Report No. : HL30277A/2016
age 11 of
Date MAR. 18,2016

JER-YEU INDUSTRIAL. C¢
No.367, Sce.3, Zhongshan Rd.

LTD.
i Dist., Taichung City, 42749 Taiwan

‘The following merchandise was submitted and identified by the applicant as:

Product Description: PTFE AIR HOSE
Manufacturer/Vendor: JER-YEU INDUSTRIAL CO., LTD.
Country of Origin Taiwan

We have tested the submitted sample(s) as requested and the following results were obtained:

Test Requested: High Temperature Test

Test Method & Result ~—See following sheet(s)--
Date of Receipt: Mar. 11,2016

Testing Period: Mar. 11,2016 ~ Mar. 18, 2016

Signed for and on.
SGS Taiwan Ltd.
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1 FLEXIBLE DUCTING HOSES FLEXIBLE DUCTING HOSES

J 1-1 PVC FLEX HOSE &&)§ J 1-3 PU M FLEX HOSE P00€ - s
Applications: Properties: Applications: Properties:
- for powdery solids such as dust, powder + good resistance to alkalis and acids « for abrasive solids such as dust, powder, « good resistance to chemicals
and fibre « good resistance to chemicals fibre and chip « small bending radius
- for gaseous media such as vapor and - capable of electrostatic discharge : (f:(())rnltrr]glusmal air movement and fume * gas and liquid tight
smoke ; ; . . * abrasion-proof
. . L by grounding the spiral - for extraction arms and dust collection . comoressible 3:1
« for air conditioning and ventilation » compressible 3:1 equipment p : o
technol ; quip . * capable of electrostatic discharge by
echnology « flame-retardant according « for CNC machine rounding the spiral
Construction: to UL94-HB Construction: . %ame-ret%rdantgccordin to UL94-HB
« spring steel wire integrated in wall Temperature Range: * spring steel wire integrated in wall Temperature Rang%'
Material: ° ° ¢ - wall thickness 0.6 mm approx. o -
- wall: high-grade soft PVC 10 °C approx. 10 +70 °C approx. Material: » -40 °C approx. to +90 °C approx.
s IraI spring steel wire * short time to +80 °C approx. « wall: ester-po|yurethane « short time to +125 °C approx.
St‘;ndaprdg(:olor- Specification: « spiral: spring steel wire Specification:
. dt " + 0 38 to 0 254 mm Standard Color: * ¢ 25 to ¢ 305 mm
grey and transparen « transparent
1.D. 0.D. Overpressure Vacuum Bending Radius Weight Stock Lengths Order No. L.D. 0.D. Overpressure Vacuum Bending Radius Weight Stock Lengths Order No.
mm mm bar bar mm kg/m m mm mm bar bar mm kg/m m
25 32 1.600 0.360 32 0.17 20 1-3-025-000
38 46 0.500 0.180 46 0.26 15 1-1-038-000 o 30 1960 0340 2 0.20 P 13099000
51 59 0.400 0.150 59 0.30 15 1-1-051-000 38 46 1.170 0.390 46 0.23 20 1-3-038-000
60 69 0.350 0.120 60 0.32 15 1-1-060-000 51 59 0.910 0.312 59 0.32 15 1-3-051-000
63 72 0.300 0.100 72 0.33 15 1-1-063-000 60 68 0.728 0.273 68 0.39 15 1-3-060-000
76 85 0.270 0.080 85 0.40 15 1-1-076-000 63 7 0.715 0.234 71 0.40 15 1-3-063-000
80 89 0.250 0.070 89 0.45 15 1-1-080-000 gg gg g-g;; 8-122 gg g-gg 12 1'3'822'888
9 99 0.230 0.060 99 0.48 15 1-1-090-000 %0 98 0.507 0130 o8 0.59 15 1-3.090-000
02 i 0200 0.050 0 0.57 15 1-1-102-000 102 110 0.455 0.104 110 0.62 15 1-3-102-000
120 129 0.170 0.040 129 0.73 15 1-1-120-000 114 122 0.390 0.091 122 0.70 15 1-3-114-000
127 135 0.160 0.030 135 0.77 15 1-1-127-000 120 128 0.377 0.091 128 0.74 15 1-3-120-000
140 149 0.150 0.030 149 0.84 15 1-1-140-000 127 135 0.364 0.078 135 0.77 15 1-3-127-000
152 160 0.140 0.030 160 0.90 15 1-1-152-000 1‘5‘2 123 gng g-ggg 122 g-g? 12 1'2‘1‘5‘2'888
160 169 0.130 0.030 169 0.97 15 1-1-160-000 e o 5505 s o BT e ARG
{7 {7 0.120 WE 187 1.15 i3 1-1-178-000 178 186 0.182 0.052 186 1.07 15 1-3-178-000
203 213 0.100 0.025 213 1.30 15 1-1-203-000 203 211 0.169 0.039 211 1.32 15 1-3-203-000
230 239 0.090 0.020 239 1.60 15 1-1-230-000 254 262 0.130 0.020 262 1.56 10 1-3-254-000
254 263 0.080 0.010 263 2.00 15 1-1-254-000 305 313 0.117 0.013 313 2.04 10 1-3-305-000
Delivery Variants: customer-specific product marking, further colors, diameters and lengths available on request Delivery Variants: customer-specific product marking, further diameters and lengths available on request
- @) @ ) @
J 1-2 PU L FLEX HOSE PN, J 1-10 PE FLEX HOSE coL P
Applications: Properties: . Applications: Properties:
« for abrasive solids such as dust, powder, * good resistance to chemical, and ) . . ) .
: : Suction and blast hose, especially suitable: « anti-stick
fibre and chip ozone « for the food, pharmacy and chemical * highly flexible and compressible
« for industrial air movement and fume control * small bending radius et P Yy g dy . e p o
« for extraction arms and dust collection * gas and liquid tight Inaustry goo _ resis ange o mineral oils,
equipment - abrasion-proof » for vacuum.cleangrs alkalis, and acids .
« for CNC machine « excellent compressible 3:1 « for aggressive solids such as dust, * extremely good resistance to
Construction: « capable of electrostatic discharge powder and fibres chemicals
- spring steel wire integrated in wall by grounding the spiral « for aggressive gaseous media such as » small bending radius
« wall thickness 0.4 mm approx. * good tensile vapors and smoke « food quality complied with FDA
‘.}yh Material: Temperature Range: « for de-dusting and suction plants « capable of electro-static discharge
/et « wall: ester-polyurethane * -40 °C approx. to +90 °C approx. i
il -poly : « short fime o +125 °C aporox Material: Temperature Range:
: spiral: spring steel wire bl et pprox. - wall: special polyethylene(PE) « -35°C approx. to +80°C approx.
Standard Color: Specification: * spiral: spring steel wire S ification:
« transparent * 2 51to g 305 mm : p5e16tl Ic:;olon.
0 (o)} mm
1.D. 0O.D. Overpressure Vacuum Bending Radius Weight Stock Lengths Order No. 1D o.D o V Bending Radi Stock L h Order N
mm mm bar bar mm kglm m mm .D. verpressure acuum ending Radius toc engt S raer No.
51 59 0.700 0.240 59 0.27 15 1-2-051-000 I bar bar i L
60 68 0.560 0.210 68 0.31 15 1-2-060-000 51 59 0.369 0.240 58 10 1-10-051-000
63 71 0.550 0.180 71 0.34 15 1-2-063-000 60 68 0.305 0.190 68 10 1-10-060-000
76 84 0.470 0.130 84 0.44 15 1-2-076-000 63 71 0.285 0.170 73 10 1-10-063-000
80 88 0.430 0.120 88 047 15 1-2-080-000 76 84 0.250 0.130 83 10 1-10-076-000
) 98 0.390 0.100 98 0.49 15 1-2-090-000 N 98 0.200 0.100 %8 10 1-10-090-000
102 110 0.350 0.080 110 0.52 15 1-2-102-000 102 110 0.185 0.080 108 10 1-10-102-000
110 118 0.310 0.080 118 0.57 5 1-2-110-000 110 118 0.170 0.075 118 10 1-10-110-000
114 122 0.300 0.070 122 0.59 15 1-2-114-000 115 123 0.160 0.070 123 10 1-10-115-000
150 25 0590 00 128 062 15 1‘5‘150‘000 120 128 0.155 0.070 128 10 1-10-120-000
127 135 0.280 0.060 35 0.64 5 -2-127-000 127 135 0.150 0.055 133 10 1-10-127-000
140 148 0.250 0.050 148 0.72 15 1-2-140-000 140 148 0135 0.050 148 10 110-140-000
152 160 0.170 0.050 160 0.76 15 1-2-152-000 : :
160 168 0.160 0.040 168 0.81 15 1-2-160-000 o2 o0 04125 0050 (o8 i (0522000
178 186 0.140 0.040 186 0.89 15 1-2-178-000 _ 1e0 168 » 0115 0.045 168 10 1-10-160-000
203 211 0.130 0.030 211 110 15 1-2-203-000 Delivery Variants: customer-specific product marking, further diameters and lengths available on request
254 262 0.100 0.015 262 1.30 10 1-2-254-000
305 313 0.090 0.010 313 1.70 10 1-2-305-000
Delivery Variants: customer-specific product marking, further diameters and lengths available on request
5 6




1 FLEXIBLE DUCTING HOSES
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J 1-4 PVC FABRIC AIR HOSE

Applications:

« for welding gas extraction

« air conditioning and ventilation of fumes,
light duty dust extraction, and air movement

Construction:

* spring steel wire integrated in wall

« fabric-reinforced wall

# - wall thickness 0.35 mm approx.

| Material:

= wall: PVC coated fabric

« spiral: spring steel wire

Stardard color:

J 1-8 ALUMINUM FOIL AIR HOSE 2PLY

b Applications:

* exhaust air ventilation

Construction:

* two ply aluminum foil clamped into spring
steel wire

Material:

» wall: aluminum foil

* spiral: spring steel wire

Standard Color:

* silver
1.D 0.D Overpressure Vacuum Stock Lengths
mm mm bar bar m
50 57 0.24 0.015 10
63 70 0.20 0.013 10
76 83 0.16 0.013 10
100 107 0.12 0.012 10
125 132 0.10 0.010 10
150 157 0.08 0.007 10
200 207 0.06 0.006 10
250 258 0.05 0.024 10
275 283 0.04 0.024 10
300 308 0.04 0.024 10

Delivery Variants: customer-specific product marking, diameters and lengths available on request

ooy - - - -

Properties:
« highly flexible and compressible 6:1
« fabric reinforced
* good resistance to alkalis and acids
* good resistance to chemicals,
UV and ozone
* capable of electrostatic discharge
by grounding the spiral
« flame-retardant according
to UL94-V2
Temperature Range:
*-10 °C approx. to +80 °C approx.
* short time to +100 °C approx.

+ grey, black and blue Specification:
* @ 38 to @ 406 mm

I.D 0.D. Overpressure Vacuum Bending Radius Weight Stock Lengths Order No.
mm mm bar bar mm kg/m m

38 48 0.280 0.170 48 0.17 10 1-4-038-000
51 60 0.240 0.150 60 0.18 10 1-4-051-000
63 72 0.200 0.120 72 0.20 10 1-4-063-000
76 85 0.160 0.080 85 0.23 10 1-4-076-000
80 89 0.150 0.070 89 0.25 10 1-4-080-000
90 99 0.140 0.060 99 0.29 10 1-4-090-000
102 111 0.120 0.050 11 0.32 10 1-4-102-000
114 123 0.110 0.045 123 0.38 10 1-4-114-000
127 136 0.100 0.035 136 0.42 10 1-4-127-000
140 149 0.090 0.033 149 0.45 10 1-4-140-000
152 161 0.080 0.032 161 0.55 10 1-4-152-000
160 169 0.075 0.025 169 0.65 10 1-4-160-000
178 187 0.070 0.020 187 0.75 10 1-4-178-000
203 212 0.060 0.020 212 0.86 10 1-4-203-000
254 263 0.050 0.010 263 1.20 10 1-4-254-000
305 314 0.040 0.006 314 1.30 10 1-4-305-000
355 364 0.035 0.006 364 1.70 10 1-4-355-000
406 415 0.030 0.006 415 0.27 10 1-4-406-000

Delivery Variants: customer-specific product marking, further colors, diameters and lengths available on request

@ @ ‘@ @

Properties:

« axially compressible

» small bending radius

« very good low temperature flexibility
* kink-proof

Temperature Range:

»-20 °C approx. to + 100 °C approx.
Specification:

* 2 50 to g 300 mm

Order No.

1-8-050-000
1-8-063-000
1-8-076-000
1-8-100-000
1-8-125-000
1-8-150-000
1-8-200-000
1-8-250-000
1-8-275-000
1-8-300-000

J 1-5 PP AIR HOSE

Applications:

< ventilation for various kinds of equipment

Construction:

« spring steel wire integrated in wall

< heavily corrugated and capable of axial
compression into fixed position

Material:

« wall: PP

* spiral: spring steel wire

Stardard color:

« ivory and black

PNV VN

Properties:

* good resistance to alkalis and acids
* good resistance to chemicals

* good resistance to UV and ozone
Temperature Range:

+ -20 °C approx. to +80 °C approx.
Specification:

* g 251to @ 254 mm

1.D. 0.D Overpressure Vacuum Bending Radius Weight Stock Lengths Order No.
mm mm bar bar mm kg/m m

25 32 0.700 0.250 35 0.10 5 1-5-025-000
32 38 0.650 0.220 42 0.13 5 1-5-032-000
38 46 0.580 0.190 50 0.15 5 1-5-038-000
51 59 0.430 0.160 64 0.19 5 1-5-051-000
63 73 0.350 0.120 80 0.24 5 1-5-063-000
76 85 0.300 0.100 93 0.30 5 1-5-076-000
90 100 0.250 0.070 110 0.36 5 1-5-090-000
102 112 0.230 0.060 120 0.40 5 1-5-102-000
127 137 0.180 0.040 148 0.52 5 1-5-127-000
152 162 0.160 0.036 176 0.80 5 1-5-152-000
203 213 0.120 0.028 230 1.10 5 1-5-203-000
254 264 0.090 0.011 286 1.56 5 1-5-254-000

Delivery Variants: customer-specific product marking, further colors, diameters and lengths available on request

J 5-1 TPE FLEX HOSE

Applications:

« for powdery solids such as dust,
powder and fibre

« for gaseous media such as vapor
and smoke

« for steam extraction

« as conductor of hot and cold air

« for blowers and compressors

Construction:

« spiral: spring steel wire integrated in wall

Material:

» wall: thermo-plastic rubber (TPE)

« spiral: spring steel wire

oV -~

Properties:

« excellent price to performance ratio
( patented process, low cost and
robust to transport, minimal storage
space )

* good resistance to alkalis, acids and
chemicals

» small bending radius

« capable of electrostatic discharge
by grounding the spiral

Temperature Range:

* -40 °C approx. to +100 °C approx.

* short time to +125 °C approx.

Standard Color: Specification:
* black * g 25 to g 305 mm

1.D. 0O.D. Overpressure Vacuum Bending Radius Weight Stock Lengths Order No.
mm mm bar bar mm kg/m m

25 32 0.350 0.170 32 0.12 15 5-1-025-000
32 39 0.300 0.160 39 0.14 15 5-1-032-000
38 45 0.300 0.160 45 0.16 15 5-1-038-000
51 59 0.270 0.130 58 0.23 15 5-1-051-000
60 68 0.230 0.110 68 0.27 15 5-1-060-000
63 71 0.210 0.090 71 0.28 15 5-1-063-000
76 84 0.180 0.070 84 0.33 15 5-1-076-000
80 88 0.170 0.065 88 0.36 15 5-1-080-000
90 98 0.150 0.055 98 0.44 15 5-1-090-000
102 110 0.140 0.045 108 0.55 15 5-1-102-000
114 122 0.115 0.040 122 0.58 15 5-1-114-000
120 128 0.110 0.040 128 0.61 15 5-1-120-000
127 135 0.105 0.030 133 0.66 15 5-1-127-000
140 148 0.095 0.030 148 0.73 15 5-1-140-000
152 160 0.090 0.030 158 0.79 15 5-1-152-000
160 168 0.085 0.025 168 0.83 15 5-1-160-000
178 186 0.075 0.020 186 0.94 15 5-1-178-000
203 21 0.060 0.020 21 1.10 15 5-1-203-000
254 262 0.040 0.015 262 1.30 10 5-1-254-000
305 313 0.010 0.010 313 1.80 10 5-1-305-000

Delivery Variants: customer-specific product marking, further colors, diameters and lengths available on request




FLEXIBLE DUCTING HOSES

J 3-3 PVC RIGID BEND DUCTING HOSE

Applications:

« for air, fume extraction and liquid
supply under low pressure

« for conveyance of powder, granules
and dust extraction

« for wood dust extraction

* portable air conditioner venting hose

Construction:

« interlocking rigid PVC profile by rigid PVC

SIDPDIDRDID ISR

Properties:

« self-supporting

« simple increase or reduction of size

* jointing of lengths

* good resistance to acids, alkalis,
and chemicals

* maintain shape

« flame-retardant according
to UL94-HB

FLEXIBLE DUCTING HOSES | 14

J 1-9 PVC FIBRE GLASS HOSE

Applications:

« for welding fume, gas, vapor and dust

« for explosive environment
Construction:

* spring steel wire integrated in wall
« fibre glass reinforced wall

 wall thickness 0.35 mm approx.
Material:

» wall: PVC + fibre glass

Properties:
* highly flexible and compressible 6:1
* good resistance of flame and heat
» good resistance to alkalis and acids
* good resistance to chemicals
* good resistance to UV and ozone
« capable of electrostatic discharge
by grounding the spiral
« flame-retardant according to UL94-V0

Material: Temperature Range: Y1 - spiral: spring steel wire Temperature Range:
* rigid PVC *-10 °C approx. to +60 °C approx. Stardard color: *» -20 °C approx. to +100 °C approx.
Standard Color: Specification: - dark grey * short time to +120 °C approx.
- grey and black * 25110 2 200 mm Specification:
* 9 51to g 406 mm
1.D. 0.D Stock Lengths Order No. 1.D. 0.D. Overpressure Vacuum Bending Radius Weight Stock Lengths Order No.
mm mm m mm mm bar bar mm kg/m m
51 57 5 3-3-051-000 51 60 0.240 0.150 60 0.18 6 1-9-051-000
65 71 ) 3-3-065-000 63 72 0.200 0.120 72 0.20 6 1-9-063-000
75 82 5 3-3-075-000 76 85 0.160 0.080 85 0.23 6 1-9-076-000
90 97 5 3-3-090-000 80 89 0.150 0.070 89 0.25 6 1-9-080-000
100 107 5 3-3-100-000 90 99 0.140 0.060 99 0.29 6 1-9-090-000
125 133 5 3-3-125-000 102 111 0.120 0.050 111 0.32 6 1-9-102-000
150 158 5 3-3-150-000 114 123 0.110 0.045 123 0.38 6 1-9-114-000
200 208 5 3-3-200-000 127 136 0.100 0.035 136 0.42 6 1-9-127-000
Delivery Variants: customer-specific product marking, further colors, diameters and lengths available on request 140 149 0.09 0.033 149 045 6 179-140-000
152 161 0.080 0.032 161 0.55 6 1-9-152-000
160 169 0.075 0.025 169 0.65 6 1-9-160-000
178 187 0.070 0.020 187 0.75 6 1-9-178-000
203 212 0.060 0.020 212 0.86 6 1-9-203-000
254 263 0.050 0.010 263 1.20 6 1-9-254-000
305 314 0.040 0.006 314 1.30 6 1-9-305-000
355 364 0.035 0.006 364 1.70 6 1-9-355-000
406 415 0.030 0.006 415 2.70 6 1-9-406-000

J 3-2 EVA HOSE

Applications:

« for domestic and industrial vacuum
cleaners

« for cleaning of swimming pools

Construction:

« self-supporting profile construction

* open profile geometry

Properties:

* good resistance to alkalis and acids
» good resistance to UV and ozone

* gas and liquid tight

* crush-proof

Temperature Range:

* -45 °C approx. to +65 °C approx.

Delivery Variants: customer-specific product marking, further colors, diameters and lengths available on request

J 3-6 PVC FLEX SUPERELASTIC HOSE

Applications:
Suction and blast hose, especially
suitable:

« for solids such as dust, powder and fibre

« for gaseous and liquid media

« for domestic and industrial vacuum
cleaners, building drying and welding
gas extraction

&Y

Properties:

* good resistance to alkalis and acids

* good resistance to UV and ozone

» small bending radius

* capable of electrostatic discharge
(according to BGR 132, formerly ZH 1/200)
by grounding the spiral

Material: Specification: Construction: , Temperature Range:
« wall: EVA <% 25t0 @ 50 mm * wall: §oft PVC with fibre reinforcement o approx. to + 85 °C approx.
Standard Color: * spiral: plastic coated spring steel wire s ification:
Material: peciftication:
« black * PVC coated fibre °*@32to 2 102 mm
* spring steel wire
Stardard color:
* black
1.D. 0.D. Vacuum Bending Radius Weight Stock Lengths Order No. 1.D. 0.D. Overpressure Vacuum Bending Radius Weight Stock Lengths Order No.
mm mm bar mm kg/m m mm mm bar bar mm kg/m m
25 32.2 0.500 66 0.15 20 3-2-025-000 32 38 1.500 0.200 32 0.28 15 3-6-032-000
32 40.4 0.500 82 0.24 20 3-2-032-000 38 44 1.400 0.200 38 0.34 15 3-6-038-000
38 47.2 0.500 93 0.31 20 3-2-038-000 41 47 1.400 0.180 41 0.37 15 3-6-041-000
45 55.0 0.500 11 0.37 20 3-2-045-000 44 50 1.300 0.160 44 0.38 15 3-6-044-000
50 60.4 0.500 121 0.44 20 3-2-050-000 51 57 1.300 0.150 51 0.46 15 3-6-051-000
Delivery Variants: customer-specific product marking, further diameters and lengths available on request 63 69 1.000 0.140 62 0.53 15 3-6-063-000
76 82 0.800 0.100 76 0.68 10 3-6-076-000
80 86 0.700 0.090 80 0.83 10 3-6-080-000
89 95 0.700 0.090 89 0.93 10 3-6-089-000
102 108 0.600 0.080 102 1.00 10 3-6-102-000

Delivery Variants: customer-specific product marking, further colors, diameters and lengths available on request
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J 8-1 PU L MHF FLEX HOSE @ o oo s

Applications: Properties:

- suitable for moist workplace * microbe and hydrolysis resistant

- for abrasive solids such as dust, powder, * food quality complied with FDA
fibre and chip « efficient flow characteristics

Wl F = . : + maximum flexibility and abrasion
Wﬁfxg@,‘;; / T N « for extraction arms and dust collection y

2 3 - resistance

|27 W) equipments « good resistance to UV and ozone
Ry e - for CNC machine + small bending radius

Construction: * gas and liquid tight

« spring steel wire integrated in wall « excellent compresibility 3:1

« wall thickness 0.4 mm approx. » capable of electrostatic discharge

Material: by grounding the spiral

) Temperature Range:
« wall: ether-polyurethane « .40 °C approx. to +90 °C approx.

= - spiral: spring steel wire « short time to +125 °C approx.
— E-u-ﬂ"i—-fr Standard Color: Specification:
* transparent * 3 51to @ 305 mm

1.D. 0O.D. Overpressure Vacuum Bending Radius Weight Stock Lengths Order No.

mm mm bar bar mm kg/m m
51 59 0.700 0.240 59 0.32 15 8-1-051-000
60 68 0.650 0.210 68 0.39 15 8-1-060-000
63 71 0.550 0.180 71 0.40 15 8-1-063-000
76 84 0.470 0.130 84 0.53 15 8-1-076-000
80 88 0.430 0.120 88 0.56 15 8-1-080-000
9 98 0.390 0.100 98 0.59 15 8-1-090-000
102 110 0.350 0.080 110 0.62 15 8-1-102-000
110 118 0.310 0.080 118 0.57 15 8-1-110-000
114 122 0.300 0.070 122 0.70 15 8-1-114-000
120 128 0.290 0.070 128 0.74 15 8-1-120-000
127 135 0.280 0.060 135 0.77 15 8-1-127-000
£ _ I L. 140 148 0.250 0.050 148 0.86 15 8-1-140-000
W 4 o} ¥ , 152 160 0.170 0.050 160 0.91 15 8-1-152-000
S e =T < ¢ 160 168 0.160 0.040 168 0.97 15 8-1-160-000
FOOD AND : e P e 178 186 0.140 0.040 186 1.07 15 8-1-178-000
A : g = 203 211 0.130 0.030 211 1.32 15 8-1-203-000
2 PHARMACEUTICAL Y % I S ) 254 262 0.100 0.015 262 1.56 10 8-1-254-000
: ap v i/ Pl 305 313 0.090 0.010 313 2.04 10 8-1-305-000

- L B - Rl e
INDUSTRY | fi Delivery Variants: customer-specific product marking, further diameters and lengths available on request

J8-2PUM F FLEX HOSE @ o s

Applications: Properties:

« suitable for moist workplace * microbe and hydro_lysis _resistant

- for abrasive solids such as dust, powder, * food quality complied with FDA
fibre and chip « efficient flow characteristics

. . » maximum flexibility and abrasion
« for extraction arms and dust collection

- resistance
equipments ) * good resistance to UV and ozone
« for CNC machine » small bending radius
¥ Construction: * gas and liquid tight
« spring steel wire integrated in wall + excellent compresibility 3:1
- wall thickness 0.6 mm approx. * capable of electrostatic discharge

by grounding the spiral
Temperature Range:
* -40 °C approx. to +90 °C approx.

Material:
« wall: ether-polyurethane

* spiral: spring steel wire « short time to +125 °C approx.

Stardard color: Specification:

* transparent * @ 251to @ 305 mm
1.D. 0.D. Overpressure Vacuum Bending Radius Weight Stock Lengths Order No.
mm mm bar bar mm kg/m m
25 32 1.300 0.340 32 0.17 20 8-2-025-000
32 39 1.100 0.320 39 0.20 20 8-2-032-000
38 46 0.900 0.300 46 0.23 20 8-2-038-000
51 ) 0.700 0.240 k) 0.32 15 8-2-051-000
60 68 0.650 0.210 68 0.39 15 8-2-060-000
63 71 0.550 0.180 71 0.40 15 8-2-063-000
76 84 0.470 0.130 84 0.53 15 8-2-076-000
80 88 0.430 0.120 88 0.56 15 8-2-080-000
90 98 0.390 0.100 98 0.59 15 8-2-090-000
102 110 0.350 0.080 110 0.62 15 8-2-102-000
114 122 0.300 0.070 122 0.70 15 8-2-114-000
120 128 0.290 0.070 128 0.74 15 8-2-120-000
127 135 0.280 0.060 135 0.77 15 8-2-127-000
140 148 0.250 0.050 148 0.86 15 8-2-140-000
152 160 0.170 0.050 160 0.91 15 8-2-152-000
160 168 0.160 0.040 168 0.97 15 8-2-160-000
178 186 0.140 0.040 186 1.07 15 8-2-178-000
203 21 0.130 0.030 21 1.32 15 8-2-203-000
254 262 0.100 0.015 262 1.56 10 8-2-254-000
305 313 0.090 0.010 313 2.04 10 8-2-305-000

Delivery Variants: customer-specific product marking, further colors, diameters and lengths available on request
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2 PHARMACEUTICAL HOSES , FOOD HOSES

J 2-7 PU L SUCTION HOSE

‘@ ‘@ @ @

KA

Properties:

* highly abrasion-proof

* smooth interior

* high tensile strength and tear resistant
* microbe and hydrolysis resistant

Applications:

« for abrasive solids such as dust, powder,
fibre, chip, and granules

« for de-dusting and suction plant, industrial
vacuum cleaners, suction of paper and + good resistance to chemicals

1 . textile fibre . * good resistance to UV and ozone

oy S VOPREFII i Construction: * small bending radius

* spring steel wire integrated in wall ¢ gas and liquid tight

 wall thickness 0.9mm approx. * capable of electrostatic discharge by

Material: grounding the spiral
« wall: special premium ether-polyurethane s electrical and surface resistance <10™ Q
« eniral spri . Temperature Range:

spiral: spring steel wire  -40°C approx. to +90°C approx
Standard Color: « short time to +125°C approx.
* transparent Specification:
* @ 32to @254 mm

A
”"““HHIII

Wik
Wl L ETTERY

1.D o.D Overpressure Vacuum Weight Stock Lengths Order No.
mm mm bar bar kg/m m
32 39 2.120 0.460 0.28 15 2-7-032-000
38 45 1.795 0.430 0.32 15 2-7-038-000
51 58 1.370 0.365 0.41 15 2-7-051-000
60 67 1.150 0.285 0.49 15 2-7-060-000
63 70 1.050 0.205 0.52 15 2-7-063-000
76 84 0.920 0.195 0.63 15 2-7-076-000
90 98 0.770 0.155 0.75 15 2-7-090-000
102 110 0.685 0.115 0.97 15 2-7-102-000
114 122 0.605 0.105 1.1 15 2-7-114-000
120 128 0.580 0.105 1.16 15 2-7-120-000
127 135 0.560 0.085 1.22 15 2-7-127-000
140 148 0.495 0.085 1.34 15 2-7-140-000
152 160 0.460 0.075 1.52 15 2-7-152-000
178 186 0.385 0.055 1.81 15 2-7-178-000
203 211 0.350 0.050 2.00 15 2-7-203-000
254 262 0.280 0.020 2.39 10 2-7-254-000

Delivery Variants: customer-specific product marking, further colors, diameters and lengths available on request

J 4-4 SILICONE FOOD HOSE

Applications:

« ideal for product transfer in
pharmaceutical,cosmetic, biotech
and food industry

« suitable for cleaning and disinfecting good flow characteristics

Construction: « food quality complied with FDA

- stainless steel spiral integrated in wall Temperature Range:

« wall thickness 3.5 mm approx »-70 °C approx. to +260 °C approx.

Material: * short time to +280 °C approx.

+ walll: silicone + fibre Specification:

« spiral: stainless steel wire * g 38to@ 152 mm

Standard Color:

« transparent exterior; white interior

Properties:

* robust

» smooth interior and corrugated exterior
« food grade

1.D. O.D. Overpressure Vacuum Stock Lengths Order No.
mm mm bar bar m
38 46 4.300 1.107 4 4-4-038-000
40 48 4.300 1.100 4 4-4-040-000
45 63 4.100 0.900 4 4-4-045-000
51 59 4.000 0.811 4 4-4-051-000
63 71 3.700 0.717 4 4-4-063-000
76 84 3.400 0.700 4 4-4-076-000
80 88 3.300 0.670 4 4-4-080-000
83 91 3.300 0.670 4 4-4-083-000
89 97 3.200 0.650 4 4-4-089-000
102 110 3.100 0.620 4 4-4-102-000
114 122 2.700 0.570 4 4-4-114-000
120 128 2.900 0.546 4 4-4-120-000
127 135 2.900 0.400 4 4-4-127-000
152 160 2.800 0.358 4 4-4-152-000

Delivery Variants: customer-specific product marking, further colors, diameters and lengths available on request

J 2-4 PVC HOSE

R e Ll
vy /| T

1.D. 0O.D. Overpressure

mm mm bar
9 15 7.000
12 18 6.000
15 23 6.000
19 25 5.000
25 32 5.000
32 4 4.000
38 48 4.000
45 55 4.000
51 61 4.000
60 72 3.600
63 75 3.600

kA

Vacuum

bar
0.850
0.850
0.850
0.850
0.850
0.850
0.850
0.800
0.800
0.800
0.800

PHARMACEUTICAL HOSES , FOOD HOSES | 2

Applications:

widely applicable to discharge and suction
of fluid, gas, oil, and dust in agricultural
pump, oil warehouse, petrochemical
equipment, engineering, mine and food
industry

Construction:

« spring steel wire spiral embedded in wall
« wall: smooth inteior and exterior
Material:

» wall: soft PVC

« spiral: spring steel wire

Standard Color:

« transparent

Properties:

* high visibility of the fluid
conveyance and easy in control
of flow rate

» very high pressure, vacuum and
compression resistance

* good resistant to UV, ozone and
chemical

« crystal clear and smoothy

« flame-retardant according to UL94-HB

« food quality complied with FDA

Temperature Range:

* -20 °C approx. to +70 °C approx.

* short time to +80 °C approx.

Specification:

*39to@ 63 mm

Bending Radius Weight Stock Lengths Order No.
mm kg/m m
17 0.15 100 2-4-009-000
23 0.18 100 2-4-012-000
30 0.25 100 2-4-015-000
32 0.32 100 2-4-019-000
42 0.50 50 2-4-025-000
64 0.65 50 2-4-032-000
76 0.80 40 2-4-038-000
89 1.10 40 2-4-045-000
100 1.24 40 2-4-051-000
170 1.70 20 2-4-060-000
170 1.80 20 2-4-063-000

Delivery Variants: customer-specific product marking, further diameters and lengths available on request

i <"U._‘ i b "“.*-'

[TTEL

1.D. o.D Overpressure
mm mm bar

32 39 0.600

38 45 0.600

51 59 0.500

63 71 0.400

76 84 0.400

Vacuum
bar

0.200
0.200
0.200
0.160
0.160

Applications:

« suction and transport hose for food
and pharmaceutical industries

« for chemical industry

« available for water, acetic acid, soy sauce,
oil, ethanol (20%), etc.

« for gaseous and liquid media

« for solids such as dust, powder, fibre, chip
and granules

« for vacuum cleaners, conveying systems,
blowers and compressors

Construction:

» wall: special polyethylene (PE)

» wall thickness 0.8 mm approx.

. .

Properties:

» smooth interior

« food grade wall

* optimized flow properties

» good resistance to alkalis and
acids

* extremely good resistance to
chemicals

* odorless and tasteless

« food quality complied with FDA

* Testing as per Commission
Regulation

Temperature Range:

 -20 °C approx. to +60 °C approx.

- spiral: hard plastic Specification:
*932to @ 76 mm

Bending Radius Weight Stock Lengths Order No.
mm kg/m m
32 0.27 20 3-5-032-000
38 0.30 20 3-5-038-000
50 0.43 20 3-5-051-000
63 0.54 20 3-5-063-000
76 0.58 20 3-5-076-000

Delivery Variants: customer-specific product marking, further diameters and lengths available on request
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2 PHARMACEUTICAL HOSES , FOOD HOSES

J 7-1 PVC BRAIDED HOSE SR INIAIIIIII

Applications: Properties:
pressure hose, for compressed air » cadmium free
« for gaseous and liquid media « food quality complied with FDA
« for conveying gas and liquid in food * good resistance to alkalis, acids,
and pharmaceutical industry UV, ozone and chemicals
Construction: » small bending radius
« fabric reinforced wall * gas and liquid tight
+ smooth interior and exterior wall Temperature Range:
! Material: *-10 °C approx. to +60 °C approx.
- wall: soft PVC Specification:

*@61to@ 38 mm

1.D. O.D. Working Pressure Stock Lengths Order No.
mm mm kgflcm? m
6 11 10 100 7-1-001-000
8 13.5 10 100 7-1-002-000
9 15 10 100 7-1-003-000
12 18 8 100 7-1-004-000
15 22 8 100 7-1-005-000
19 26 6 50 7-1-006-000
25 33 6 50 7-1-007-000
32 40 5 50 7-1-008-000
38 47 5 50 7-1-009-000

Delivery Variants: customer-specific product marking, further colors, diameters and lengths available on request

ABRASION
RESISTANT
SUCTION HOSES

fi

J 7-10 SILICONE BRAIDED HOSE @ RIS IIIN

Applications: Properties:

* pharmaceuticals * good stability

« food & beverages « anti-adhesive

* biotechnology * stress resistance

* cosmetics « high working pressure under high

 conveys liquids under pressure at high
or low operating temperatures
{ ° pneumatic application in sterile area

temperature
* good resistance to mineral oil,

Construction: chemicals, UV and ozone
« fabric reinforced wall * odorless and tasteless
« smooth interior and exterior wall + food quality complied with FDA
Material: Temperature Range:
* silicone * -40 °C approx. to +200 °C approx.
Standard Color: Specification:
* transparent c25t0 @25 mm
1.D. 0.D. Working Pressure Stock Lengths Order No.
mm mm kgflcm? m
5 12 7 50 7-10-001-000
6.5 135 7 50 7-10-002-000
8 15 7 50 7-10-003-000
9.5 16.6 7 50 7-10-004-000
12.7 20 6 50 7-10-005-000
16 24 6 50 7-10-006-000
19 27 6 50 7-10-007-000
25 33 5 30 7-10-009-000

Delivery Variants: customer-specific product marking, further diameters and lengths available on request
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ABRASION RESISTANT SUCTION HOSES ABRASION RESISTANT SUCTION HOSES

J 2-5 PVC GRIT HOSE J 2-2 PVC HOSE WITH ELECTRIC WIRE @ 99 —"9"®

Applications: Properties: — Applications: . Properties:
« shipyards and ships - highly abrasion-proof W « ideal for suction and transportation for * smooth interior
« suction and discharge for sand, grains, « pressure resistant gﬁ?ﬁéjv]?UZ?“ds’ such as wood chip, granules, . mcretase pressure and vacuum
i . s - o ) resistance
gravel, cemen_t and iron very robust _ 2 - ““ ))) - for gaseous and liquid media « high axial strength
« transfer of various powder and granules « flame-retardant according U{{!{ﬂ!};‘;;!’_jﬁﬁﬁﬁi_“_‘i!j\h}_ L= ) « for industrial vacuum cleaners, granulate - good resistance to chemicals
Construction: to UL94-HB LTI T Ty ) c?nveylng systems, printing machines, « good resistance to UV and ozone
{ - wall: soft compound abrasion PVC + rubber Temperature Range: WAL L br%‘{‘éecrtisoinﬁog%mpressors as robust + gas and liquid tight
« spiral: hard PVC +-10 °C approx. to +60 °C approx. {0 m”m onstruction: » capable of electrostatic discharge
Material: Specification: S - wall: interior and exterior made by PVC t]‘)lgrgreogentglrré%rt\?zczsgging to UL94-HB
. i . e spiral: hard PVC, copper grounding wire helix - -
spft compouqd abrasion PVC and 2 38 to 8 152 mm Mgterial: pperg g Temperature Range:
rigid PVC helix - wall: PVC * -20 °C approx. to +60 °C approx.
» spiral: hard PVC and copper grounding wire * short time to +80 °C approx.
Standard Color: Specification:
* transparent *932tog 102 mm
1.D. 0.D. Overpressure Stock Lengths Order No. 1.D. 0.D. Overpressure Vacuum Bending Radius Weight Stock Lengths Order No.
mm mm bar m mm mm bar bar mm kg/m m
38 52 7.000 20 2-5-038-000 32 40 5.000 0.700 170 0.53 30 2-2-032-000
51 68 6.000 20 2-5-051-000 38 46 5.000 0.700 182 0.59 30 2-2-038-000
63 80 6.000 20 2-5-063-000 40 48 5.000 0.700 195 0.62 30 2-2-040-000
76 98 6.000 20 2-5-076-000 51 60 5.000 0.700 235 0.88 30 2-2-051-000
102 130 5.000 20 2-5-102-000 60 69 5.000 0.700 275 1.13 30 2-2-060-000
127 158 4.000 15 2-5-127-000 63 72 5.000 0.700 290 1.46 30 2-2-063-000
152 183 3.000 15 2-5-152-000 76 85 4.000 0.700 340 1.94 30 2-2-076-000
Delivery Variants: customer-specific product marking, further colors, diameters and lengths available on request 20 929 4.000 0.700 420 2.30 30 2-2-090-000
102 12 5.000 0.700 470 1.06 30 2-2-102-000

Delivery Variants: customer-specific product marking, further colors, diameters and lengths available on request

J 2-10 PVC HEAVY DUTY SUCTION HOSE o o o =&

Applications: Properties:

J 2-1 PU HOSE o o e s

Applications: Properties: ;8; ;V:Vtv%rrzunpdpznak”glg;f]ii'r‘]age in emergency . abrasion-proof
« for abrasive solids such as dust, powder,  « abrasion-proof « for hiah or re water ng mud drainage . smooth interior
: i ; ; e et T EVYYVYENES N\ [or nigh pressure water a 9 » good weather resistance
fibre, chip and granules » smooth interior -1V system 9
« for gaseous and liquid media + good resistance to alkalis, acids “l“““ AL « for gold dredger Temperature Range:
« for de-dusting and suction plant, industrial  and chemicals PR L AR RRRRRRRRREERRN ¢ for fishing industry * -10 °C approx. to +60 °C approx.
vacuum cleaners, suction of paper and « small bending radius CETTTITTRTAA A \ Con;tructlon: ) ) ) Specification:
textile fibre as resistant protection hose « gas and liquid tight AR AN . Z‘vaélhttransparent PVC with anti-freezing « 2153 to @ 254 mm
Construction: « flame-retardant according Ay . sgiral: grey hard PVC
* hard plastic spiral integrated in wall to UL94-HB ! ! ! Material:
Material: Temperature Range: « wall: PVC with anti-freezing agent
- wall: ester-polyurethane + -20 °C approx. to +60 °C approx. * spiral: hard PVC
« spiral: hard PVC « short time to +80 °C approx. Standard Color:
Standard Color: Specification: * semi-transparent
* transparent *@325t0 @ 152 mm 1.D. 0.D. Working Pressure (20°C) Vacuum (20°C) Bending Radius Stock Lengths
1.D. 0.D. Overpressure Vacuum Bending Radius Weight Stock Lengths Order No. mm mm bar bar mm M
mm mm bar bar mm kg/m m 153.4 169.9 1.38 0.48 305 351/6
25 31 1,000 0.250 31 0.14 20 2-1-025-000 2;’;8 ziz g'gz g'gl g(‘)g 22 ; 2
zz ig gg:g gzgg 23 gg zg ilgg;ggg Delivery Variants: customer-specific product marking, further colors, diameters and lengths available on request
40 47 0.750 0.200 60 0.23 20 2-1-040-000
45 52 0.650 0.200 65 0.28 20 2-1-045-000
51 59 0.500 0.200 70 0.31 20 2-1-051-000
60 68 0.500 0.160 80 047 20 2-1-060-000
63 71 0.450 0.160 80 0.50 20 2-1-063-000
76 85 0.400 0.160 100 0.60 20 2-1-076-000
80 89 0.350 0.160 110 0.65 20 2-1-080-000
90 100 0.300 0.140 125 0.73 20 2-1-090-000
102 12 0.280 0.140 150 0.82 20 2-1-102-000
127 138 0.250 0.110 170 1.20 20 2-1-127-000
152 164 0.180 0.090 200 1,65 20 2-1-152-000

Delivery Variants: customer-specific product marking, further colors, diameters and lengths available on request
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ABRASION RESISTANT SUCTION HOSES

ABRASION RESISTANT SUCTION HOSES

19

J 3-1 PVC HOSE .

Applications: Standard Color:
* indoor ventilation, air conditioning « grey
s\l Ty * suction of metal sludge from metal Properties:
Wtz W . : processing machines "
" ‘-;,%7/)’4 ' « air suction in dust collectors, factories, * outer surface is corrugated,
5 (i %?}u — mines etc. inner surface is smooth
Wler (7 ”h « transportation of powder, gas, liquid and  * good resistance to chemicals

LLLLL (1] T T— W granules « flame-retardant according
» dust suction for furniture and wood to UL94-HB
processing __ Temperature Range:
IRRERS WW S Construction: e o
= m\“‘“‘“‘“‘“ BB - 21l made by soft PVC and spiral made by °~10 °C approx. to +60 °C approx.
‘m 1 hard PVC helix Specification:
Material: *232to 2152 mm

» wall: soft PVC
* spiral: hard PVC

1.D. 0.D. Overpressure Vacuum Bending Radius Weight Stock Lengths Order No.
mm mm bar bar mm kg/m m

32 39 0.600 0.200 32 0.27 20 3-1-032-000
38 45 0.600 0.200 38 0.30 20 3-1-038-000
51 59 0.500 0.200 51 0.43 20 3-1-051-000
63 71 0.400 0.160 63 0.54 20 3-1-063-000
76 84 0.400 0.160 76 0.58 20 3-1-076-000
102 11 0.300 0.140 102 0.88 20 3-1-102-000
127 137 0.200 0.110 127 0.98 20 3-1-127-000
152 166 0.200 0.090 152 1.30 20 3-1-152-000

Delivery Variants: customer-specific product marking, further colors, diameters and lengths available on request

J 2-6 PVC BRAIDED SUCTION HOSE e

Applications: Temperature Range:

« for conveying water and solids such as *-10 °C approx. to +60 °C approx.
dust, powder, fibre and granules Specification:

« for high pressure engineering vehicles e 25t0 @ 203 mm

Construction:

» wall: PVC + yarn

¥« spiral: hard PVC

Properties:

» smooth interior, fabric reinforced,
and can afford high pressure

« food quality complied with FDA

1.D. 0.D. Pressure (MPa) Weight Stock Lengths Order No.
mm mm Positive Pressure Negative Pressure kg/m m
25 34 0.50 0.10 0.38 20 2-6-025-000
32 42 0.50 0.10 0.46 20 2-6-032-000
38 49 0.50 0.10 0.58 20 2-6-038-000
51 65 0.50 0.10 0.95 20 2-6-051-000
64 80 0.50 0.10 1.40 20 2-6-064-000
76 93 0.50 0.10 1.80 20 2-6-076-000
101 19 0.50 0.10 2.45 20 2-6-101-000
126 152 0.50 0.10 4.10 20 2-6-126-000
152 184 0.50 0.10 5.80 20 2-6-152-000
203 238 0.35 0.10 8.60 20 2-6-203-000

Delivery Variants: customer-specific product marking, further colors, diameters and lengths available on request

J 2-8 PU H SUCTION HOSE

@w

Applications: Properties:
« for high flow-rates of hot and abrasive ~ * highly abrasion-proof
solids such as powder, chip and granules * Smooth interior
« for industrial vacuum cleaners, granule ~ * :ggirstaasnec% pressure and vacuum
conveying systems, printing machines, . high tensile strength and tear resistant
blowers and compressors + good resistance to chemicals
AR AN * as robust protection hose « small bending radius
bk AN Lo \aing ri
Mbei T AR Construction: +gas and liquid tight
« spring steel wire integrated in wall * capable of electrostatic discharge by
« wall thickness 1.5mm approx. grounding the spiral
Material:

- electrical and surface resistance <10 Q
) ; ) Temperature Range:

= wall: special premium ester-polyurethane

« spiral: spring steel wire

* -40°C approx. to +90°C approx.
« short time to +125°C approx.

Stardard color: Specification:

* transparent *@321to 2203 mm
1.D. 0O.D. Overpressure Vacuum Stock Lengths Weight Order No.
mm mm bar bar m kg/m
32 40 3.095 0.875 15 0.44 2-8-032-000
38 46 3.925 0.865 15 0.52 2-8-038-000
51 59 2.330 0.835 15 0.66 2-8-051-000
60 68 1.955 0.730 15 0.78 2-8-060-000
63 71 1.815 0.675 15 0.84 2-8-063-000
76 85 1.575 0.555 15 1.05 2-8-076-000
90 99 1.300 0.425 15 1.25 2-8-090-000
102 111 1.190 0.355 15 1.49 2-8-102-000
114 123 1.090 0.335 15 1.68 2-8-114-000
120 129 1.050 0.315 15 1.77 2-8-120-000
127 136 0.960 0.265 15 1.84 2-8-127-000
140 149 0.900 0.240 15 2.03 2-8-140-000
152 161 0.800 0.180 15 2.41 2-8-152-000
178 187 0.705 0.150 15 2.87 2-8-178-000
203 212 0.600 0.120 15 3.12 2-8-203-000

Delivery Variants: customer-specific product marking, further colors, diameters and lengths available on request

J20-10 PVC S-AGRO SUCTION HOSE @ OO

. Applications: Properties:
W « for conveyance of powders,slurry and « high visibility of the fluid conveyance
water in agriculture andeasy in control of flow rate

' WW for conveying water in high pressure * smooth interior

17755555 @ - for seeder, slurry, irritation for farmland * abrasion resistance

rl{({({(({«Wﬂ(' ' ‘ " ‘ \“““"««“\\\ \\ « for engineering vehicles and pumps Temperature Range:
“\\ = Construction: +-10 °C ~+60 °C

» Wall thickness: 3.5mm

 wall: soft PVC

* spiral: hard PVC

1.D. 0.D. Pressure (MPa) Bending Radius Stock Lengths Order No.
mm mm Positive pressure Negative pressure mm m

25 31 0.40 -0.10 150 20 20-10-025-000
32 37 0.35 -0.10 210 20 20-10-032-000
38 44 0.30 -0.10 270 20 20-10-038-000
50 58 0.30 -0.10 360 20 20-10-050-000
65 72 0.30 -0.10 500 20 20-10-065-000
75 86 0.30 -0.10 600 20 20-10-075-000
100 112 0.25 -0.10 900 20 20-10-100-000
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ABRASION RESISTANT SUCTION HOSES

J 3-7 PU L SWEEPER HOSE
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1.D. O.D. Overpressure
mm mm bar

150 159 0.46
178 189 0.38
203 21 0.35
254 263 0.28

Applications:

« for sweeper machine, sweeper
Construction:

« wall thickness 1mm approx.
Material:

» wall: polyurethane

* spiral: spring steel wire

Vacuum Bending Radius
bar mm

0.07 100
0.05 118
0.05 130
0.02 160

Properties:

« flexible and compressible

« highly abrasion resistance

* exterior folds

» good resistance to oil, gasoline and
chemical

Temperature Range:

* -40°C approx. to +90°C approx.

Stock Lengths Order No.

3-7-150-000
3-7-178-000
3-7-203-000
3-7-254-000

Delivery Variants: customer-specific product marking, diameters and lengths available on request

J 3-8 PU M SWEEPER HOSE
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1.D. 0O.D. Overpressure
mm mm bar

150 163 0.39
178 191 0.38
203 216 0.36
254 267 0.28

Applications:

« for sweeper machine, sweeper
Construction:

» wall thickness 1.5 mm approx.
Material:

=, ° polyurethane

* spiral: spring steel wire

Vacuum Bending Radius
bar mm

0.19 200
0.16 260
0.12 330
0.08 407

Properties:

« flexible and compressible

« highly abrasion resistance

« exterior folds

» good resistance to oil, gasoline and
chemical

Temperature Range:

* -40°C approx. to +90°C approx.

Stock Lengths Order No.

3-8-150-000
3-8-178-000
3-8-203-000
3-8-254-000

Delivery Variants: customer-specific product marking, diameters and lengths available on request
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ANTISTATIC AND
ELECTRICALLY
CONDUCTIVE
HOSES

Electronics
Chemical Industry
Explosion Proof
Organic Gases
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ANTISTATIC AND ELECTRICALLY CONDUCTIVE HOSES

ANTISTATIC AND ELECTRICALLY CONDUCTIVE HOSES 4
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J 9-7 EVA EL HOSE

Applications:

« for domestic and industrial vacuum
cleaners

« for cleaning of swimming pools

Construction:

« self-supporting profile construction

+ open profile geometry

W

Properties:

* good resistance to alkalis and acids

* good resistance to UV and ozone

* gas and liquid tight

* crush-proof

« static conductive model is available
on request

Material: « electrical and surface

» wall: EVA resistance <10° Q

Standard Color: Temperature Range:

* black + -45 °C approx. to +65 °C approx.
Specification:

*325t0 2 50 mm

1.D. 0.D. Vacuum Bending Radius Weight Stock Lengths Order No.
mm mm bar mm kg/m m

25 32.2 0.500 66 0.15 15 9-7-025-000
32 40.4 0.500 82 0.24 15 9-7-032-000
38 472 0.500 93 0.31 15 9-7-038-000
45 55.0 0.500 111 0.37 15 9-7-045-000
50 60.4 0.500 121 0.44 15 9-7-050-000

Delivery Variants: customer-specific product marking, further diameters and lengths available on request

J 9-6 EPDM EL HOSE

Applications: Properties:

« for area easy to burst mixtures such « conductive rubber material can be
as dust, powder, fibre, chip and particles ~ antistatic

« for gas and liquid environments, vacuum * good resistance to sparking

Cleaners’ Conveying Systems and ° gOOd resistance to alkalis and acids
* highly abrasion-proof

TR T e e

WARERERRE N\ compressors orasif
« for the electronics, chemical and other * ?Imooth |tnt%r|ort g
industries t ag&-ﬁa\% ant according
 metal grinding machines for dust 0 ULoa-
: « electrical and surface
collection. ) "
Material resistance <10° Q
ateria Temperature Range:
* W?”- EPDM + -30° C approx. to +80° C approx.
* spiral: PP Specification:
3 25t0 2 102 mm
1.D. 0.D Pressure (MPa) Weight Stock Lengths Order No.
mm mm Positive Pressure Negative Pressure kg/m m
25 33 0.15 0.07 0.30 15 9-6-025-000
32 39 0.10 0.07 0.32 15 9-6-032-000
38 47 0.08 0.07 0.43 15 9-6-038-000
51 60 0.08 0.06 0.52 15 9-6-051-000
64 7 0.07 0.05 0.71 15 9-6-064-000
76 86 0.06 0.04 0.83 15 9-6-076-000
% 100 0.05 0.03 0.99 15 9-6-090-000
102 12 0.05 0.02 1.13 15 9-6-102-000

Delivery Variants: customer-specific product marking, further diameters and lengths available on request

J 9-1 PVC AS FLEX HOSE

127
152
178
203

Delivery Variants: customer-specific product marking, further colors, diameters and lengths available on request

J 9-5 TPV EL AIR HOSE

102
127
152
178
203
254
305
356
406

Delivery Variants: customer-specific product marking, further colors, diameters and lengths available on request

213

112
137
162
188
213
264
315
366
416

Applications:

mixtures (explosion protection)

and fibre

« for gaseous media such as vapor and

« for powdery sollids such as dust, powder

Properties:

« for transporting inflammable bulk materials « optimized flow properties
and in areas liable to contain explosive

* good resistance to alkalis and acids

* good resistance to chemicals

« capable of electrostatic discharge by
grounding the spiral

smoke - - » compressible 3:1
« for air conditioning and ventilation ofl _retardant ding to UL94-HB
technology ame-retardant according to E
Construction: * electrical and surface resistance <10°Q
* spring steel wire integrated in wall Temperature Range:
N\I/vaaﬁe;r:tii‘slt:atic PVC +-10 °C approx. to +70 °C approx.
° . : o
« spiral: zinc-coated spring steel wire * short Eln_we to .+80 C approx.
Standard Color: Specification:
* beige:transparent * ¢ 38 to g 203 mm
Overpressure Vacuum Bending Radius Weight Stock Lengths Order No.

bar bar mm kg/m m

0.500 0.180 46 0.26 15 9-1-038-000

0.400 0.150 59 0.30 15 9-1-051-000

0.300 0.100 72 0.33 15 9-1-063-000

0.270 0.080 85 0.40 15 9-1-076-000

0.200 0.050 11 0.57 15 9-1-102-000

0.160 0.030 136 0.77 15 9-1-127-000

0.140 0.030 161 0.90 15 9-1-152-000

0.120 0.030 187 1.15 15 9-1-178-000

0.100 0.025 213 1.30 15 9-1-203-000

VoD - - - -

Applications: Stardard color:
suction and blast hose, especially suitable: - black
* in areas liable to contain explosive Properties:

mixtures (explosion protection) « excellent compressibility 4:1

« for welding gas extraction . . . .
« for air conditioning and ventilation of gr(])od .resllst’ar:/ce t?j alkalis, acids,
fumes, light duty dust extraction and air chemicals, and ozone
movement » flame-retardant according to UL94-HB
« electrical and surface resistance <10° Q

Construction:
* spring steel wire integrated in wall Temperature Range:
+ -20 °C approx. to +150 °C approx.

« fabric-reinforced wall
* wall thickness 0.5mm approx. Specification:
* 2 51to @ 406 mm

Material:
» wall: TPV EL coated fabric
* spiral: spring steel wire

Overpressure Vacuum Stock Lengths Order No.
bar bar m
0.240 0.145 10 9-5-051-000
0.195 0.115 10 9-5-063-000
0.160 0.080 10 9-5-076-000
0.120 0.050 10 9-5-102-000
0.100 0.035 10 9-5-127-000
0.080 0.035 10 9-5-152-000
0.070 0.020 10 9-5-178-000
0.060 0.020 10 9-5-203-000
0.050 0.010 10 9-5-254-000
0.040 0.005 10 9-5-305-000
0.035 0.005 10 9-5-356-000
0.030 0.003 10 9-5-406-000
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4 ANTISTATIC AND ELECTRICALLY CONDUCTIVE HOSES

J 9-8 PE EL HOSE New Developed Soft Material (¢J€L)§) -

1.D.
mm
51
60
63
76
90
102
110
115
120
127
140
152
160

0.D.

mm

59
68
7
84
98
110
118
123
128
135
148
160
168

Overpressure

bar

0.369
0.305
0.285
0.250
0.200
0.185
0.170
0.160
0.155
0.150
0.135
0.125
0.115

Applications:
Suction and blast hose, especially suitable:

¥ in areas liable to contain explosive

mixtures (explosion protection)

« for aggressive solids such as dust,
powder, fibres and aggressive gaseous
media such as vapors and smoke

« for de-dusting, suction plants and
chemical industry

Material:

« wall: newly improved softer EL PE material

* spiral: spring steel wire

Properties:

« electrical and surface
resistance £10° Q

* anti-stick

« highly flexible and compressible

 good resistance to mineral oils,
alkalis, and acids

« extremely good resistance
to chemicals

« capable of electro-static discharge

Temperature Range:

* -35°C approx. to +80°C approx.

Specification:

*351to@ 160 mm

Vacuum Bending Radius Stock Lengths Order No.
bar mm m
0.240 58 10 9-8-051-000
0.190 68 10 9-8-060-000
0.170 73 10 9-8-063-000
0.130 83 10 9-8-076-000
0.100 98 10 9-8-090-000
0.080 108 10 9-8-102-000
0.075 118 10 9-8-110-000
0.070 123 10 9-8-115-000
0.070 128 10 9-8-120-000
0.055 133 10 9-8-127-000
0.050 148 10 9-8-140-000
0.050 158 10 9-8-152-000
0.045 168 10 9-8-160-000

Delivery Variants: customer-specific product marking, further colors, diameters and lengths available on request

J2-12 PVC AS SUCTION HOSE

A4S

ks’ r-

v
a
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Overpressure

bar

2.000
2.000
2.000
2.000
2.000
2.000
1.500
1.000
1.000

==

-
\\\\\""‘I". 1

Applications:

« for plastic industry

« for abrasive solids such as dust, powder,
fibre,chip and granules

« for gaseous and liquid media

« for de-dusting and suction plant,
industrial vacuum cleaners, suction of
paper and textilefibre as resistant
protection hose

Material:

« wall: antistatic PVC

« spiral: antistatic hard PVC

A

Properties:

* highly abrasion-proof

» smooth interior

* increased pressure and vacuum
resistance

* high tensile strength and tear
resistant

* good resistance to chemicals

* gas and liquid tight

« flame-retardant, anti-adhesive

« electrical and surface
resistance <10° Q

Temperature Range:

* -10°C approx. to +60°C approx.

* short time to +80°c approx

Vacuum Bending Radius Stock Lengths Order No.
bar mm m
1.000 120 20 2-12-032-000
1.000 140 20 2-12-038-000
1.000 180 20 2-12-050-000
1.000 225 20 2-12-065-000
1.000 265 20 2-12-075-000
0.700 315 20 2-12-090-000
0.700 350 20 2-12-100-000
0.700 445 20 2-12-125-000
0.700 540 20 2-12-150-000

Delivery Variants: customer-specific product marking, diameters and lengths available on request
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5 HIGH TEMPERATURE EXHAUST EXTRACTION HOSES

J 4-1 SILICONE 2 PLY HOSE @ & o 5. .5

Applications: Standard Color:
« suitable for high temperature air handling * red and black
applications Properties:
« for granules dryer in the plastics industry  double-layer
« for printing machines, blowers and * very good heat resistance
compressors * leak-proof
« for exhaust gas technology, engine warming « smooth interior
and military construction « fabric reinforced
Construction: + small bending radius
* spring steel wire integrated in wall - flame-retardant according
» fabric-reinforced tape to UL94-V1
 spiral yarn fixing Temperature Range:
Material: « -70 °C approx. to +260 °C approx.
» wall: silicone coated fiberglass « short time to +280 °C approx.

* spiral: spring steel wire Specification:
» thread: special yarn « 220 to @ 305 mm

1.D 0.D. Overpressure Vacuum Bending Radius Weight Stock Lengths Order No.
mm mm bar bar mm kg/m m

20 24 3.000 0.730 24 0.12 4 4-1-020-000
25 29 2.800 0.710 29 0.19 4 4-1-025-000
32 36 2.700 0.650 36 0.28 4 4-1-032-000
38 43 2.600 0.600 43 0.31 4/8 4-1-038-000
44 49 2.600 0.580 49 0.35 4/8 4-1-044-000
51 57 2.600 0.520 57 0.39 4/8 4-1-051-000
63 68 2.400 0.460 68 0.49 4/8 4-1-063-000
76 81 2.100 0.430 81 0.60 4/8 4-1-076-000
90 95 2.000 0.400 95 0.71 4/8 4-1-090-000
102 107 1.900 0.350 107 0.80 4/8 4-1-102-000
114 120 1.500 0.300 120 0.89 4/8 4-1-114-000
127 133 1.400 0.230 133 0.96 4/8 4-1-127-000
140 146 1.300 0.200 146 1.10 4/8 4-1-140-000
152 158 1.200 0.170 158 1.40 4/8 4-1-152-000
165 171 0.900 0.120 171 1.70 4 4-1-165-000
178 184 1.000 0.120 184 1.43 4 4-1-178-000
203 209 0.700 0.090 209 1.90 4 4-1-203-000
254 260 0.500 0.070 260 2.09 4 4-1-254-000
305 311 0.500 0.070 311 2.61 4 4-1-305-000

Delivery Variants: customer-specific product marking, further colors, diameters and lengths available on request

J 4-2 SILICONE HOSE @ NN

Applications: Properties:

* electric equipment for hot and cold air » double-layer

« for granules dryers in the plastics industry « smooth interior

« for printing maChineS, blowers and . good flow characteristics
compressors ) + good overpressure and vacuum

« for exhaust gas technology, engine tightness
construction, engine warming and military « superior heat and cold resistance

égr;s;?fﬂ%nﬁon. * flame-retardant according
« wall: silicone-coated sealed fiberglass fabric .té) L:jLQA:-W. |

« spiral: spring steel wire integrated in wall e-dusting In cleanroom
Material: Temperature Range:

« wall: silicone-coated sealed fiberglass fabric * =70 “C approx. to +°260 °C approx.
- spiral: spring steel wire « short time to +280 °C approx.

Standard Color: Specification:
* red * 2 20 to g 203 mm

1.D. O.D. Overpressure Vacuum Bending Radius Weight Stock Lengths Order No.
mm mm bar bar mm kg/m m

20 24 3.000 0.730 24 0.12 4 4-2-020-000
25 29 2.800 0.710 29 0.19 4 4-2-025-000
32 36 2.700 0.650 36 0.28 4 4-2-032-000
38 43 2.600 0.600 43 0.31 4 4-2-038-000
44 49 2.600 0.580 49 0.35 4 4-2-044-000
51 57 2.600 0.520 57 0.39 4 4-2-051-000
63 68 2.400 0.460 68 0.49 4 4-2-063-000
76 81 2.100 0.430 81 0.60 4 4-2-076-000
90 95 2.000 0.400 95 0.71 4 4-2-090-000
102 107 1.900 0.350 107 0.80 4 4-2-102-000
114 120 1.500 0.300 120 0.89 4 4-2-114-000
127 133 1.400 0.230 133 0.96 4 4-2-127-000
140 146 1.300 0.200 146 1.10 4 4-2-140-000
152 158 1.200 0.170 158 1.40 4 4-2-152-000
165 171 0.900 0.120 171 1.70 4 4-2-165-000
203 209 0.700 0.090 209 1.90 4 4-2-203-000

Delivery Variants: customer-specific product marking, further colors, diameters and lengths available on request

HIGH TEMPERATURE EXHAUST EXTRACTION HOSES  §

J 4-3 RIGID SILICONE HOSE @ N S

Applications: Properties:
» welding fume extraction . double-ltayer.
« conveying heat granules for feeding * smooth interior
equipment * good flow characteristics
« for food and pharmaceutical industry * good overpressure and vacuum

tightness
* superior heat and cold resistance
« flame-retardant according to UL94-V1
» de-dusting in clean room

Construction:
» wall: silicone-coated sealed fiberglass fabric
« spiral spring steel wire integrated in wall

: wall thickness 5 mm « food quality complied with FDA

Material: _ _ Temperature Range:
« wall: silicone-coated sealed fiberglass fabric . _7g °c approx. to +260 °C approx.

« spiral spring steel wire integrated in wall * short time to +280 °C approx.

Standard Color: Specification:

* red * 9 38tog 152 mm
1.D. 0.D. Overpressure Vacuum Stock Lengths Order No.
mm mm bar bar m
38 46 4.300 1.107 4 4-3-038-000
40 48 4.300 1.100 4 4-3-040-000
45 53 4.100 0.900 4 4-3-045-000
51 59 4.000 0.811 4 4-3-051-000
63 71 3.700 0.717 4 4-3-063-000
76 84 3.400 0.700 4 4-3-076-000
80 88 3.300 0.670 4 4-3-080-000
83 91 3.300 0.670 4 4-3-083-000
89 97 3.200 0.650 4 4-3-089-000
102 110 3.100 0.620 4 4-3-102-000
114 122 2.700 0.570 4 4-3-114-000
120 128 2.900 0.546 4 4-3-120-000
127 135 2.900 0.400 4 4-3-127-000
152 160 2.800 0.358 4 4-3-152-000

Delivery Variants: customer-specific product marking, further colors, diameters and lengths available on request

J 5-2 TPV MEMORY HOSE

@@@@@

Applications: Properties:

special exhaust gas hose, especially suitable: * vibration resistant

« for suction of vehicle engine exhaust gas  * crush-proof

« for hose reel * highly fle_zxible and compressible
- for slotted floor channels  fabric reinforced )

« for above and below floor suction extraction * 900d resistance to chemicals
Construction: » small bending radius

. X . . . * gas and liquid tight
. ?alﬁfité?rzirr?;!reczgpvegﬁtlng spiral « flame-retardant according to UL94-HB

. Temperature Range:
» wall thlf:kn.ess 0.55 mm approx. - exhaust gas temperatures to +180 °C
Material: , « when correctly applied with exhaust
= wall: TPV coated fabric

gas funnels and sufficient fresh air
« spiral: special hollow plastic helix supply 50% approx.

W)

i
DI

—
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B
—
—
—
-
-
-

Stardard color: Specification:

« black, custom color and blue *351to @203 mm
1.D. 0.D. Vacuum Weight Stock Lengths Order No.
mm mm bar kg/m m
51 58 0.400 0.41 15 5-2-051-000
63 80 0.280 0.51 15 5-2-063-000
76 89 0.180 0.54 15 5-2-076-000
102 115 0.050 0.72 15 5-2-102-000
127 140 0.035 0.88 15 5-2-127-000
152 167 0.025 1.05 15 5-2-152-000
203 216 0.010 1.39 15 5-2-203-000

Delivery Variants: customer-specific product marking, further colors, diameters and lengths available on request
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5 HIGH TEMPERATURE EXHAUST EXTRACTION HOSES HIGH TEMPERATURE EXHAUST EXTRACTION HOSES  §

J 5-3 EPDM MEMORY HOSE 0,
Applications: Properties: Applications: Properties:
special exhaust hose, especially suitable: . vibrahtion refsistant « drying equipment « high temperature resistance
« for suction of engine exhaust gas ° crusn-proo . i i ilati . ;
« for hose reel o g * highly flexible and compressible hot air suction and ventilation easy to install .
f « fabric reinforced applications « flame-retardant according to UL94-V0
« for slotted floor channels . . . .
« for above and below floor suction extraction ° gooclll rt§93|sdt_ance gq chemicals Construction: Temperature Range:
Construction: . S?:angﬂ 'J}g {Ia hltus « wall: two ply aluminized fiberglass +-20 °C approx. to +180 °C approx.
* fabric-reinforced wall . Tglame-reta?dant gccording to UL94-HB mec_hanlcally incorporating a high Specification:
» wall thickness 0.8 mm approx. Temperature Range: tensile steel helix sewn externally 2 51to 8 305 mm
Material: « -40°C approx. to +190°C approx. | Material
» wall: EPDM coated fabric * short time to +220°C approx. * wall: aluminized fiberglass
* spiral: EPDM+polyamide spiral * when correctly applied with exhaust « spiral: 8 mm galvanized steel band
Stardard color: gas funnels and sufficient fresh air i
« black supply 50% approx. stqndard Color:
Specification: * white
*351to@ 152 mm
1.D. 0O.D. Vacuum Weight Stock Lengths Order No. 1.D. 0.D. Overpressure Vacuum Bending Radius Weight Stock Lengths Order No.
mm mm bar kg/m m mm mm bar bar mm kg/m m
51 58 0.400 0.41 7.5/8 5-3-051-000 51 56 0.330 0.170 61 0.40 5 6-2-051-000
73 89 0:180 0:54 70 5:8:076:000 63 67 0.290 0.170 73 0.51 5 6-2-063-000
102 15 0.050 0.72 7518 5-8-102-000 76 80 0.250 0.150 86 0.60 5 6-2-076-000
17 140 0.035 088 7578 5:8-127:000 ) 95 0.200 0.130 100 0.64 5 6-2-090-000
152 165 0.025 1.05 75/8 5-3-152-000
Delivery Variants: customer-specific product marking, further colors, diameters and lengths available on request 102 107 0.200 0.130 nz 0.67 s 6-2-102-000
127 132 0.180 0.120 137 0.84 5 6-2-127-000
152 158 0.150 0.090 162 1.01 5 6-2-152-000
203 209 0.100 0.060 213 1.30 5 6-2-203-000
254 261 0.080 0.030 264 1.60 5 6-2-254-000
305 312 0.050 0.030 315 1.90 5 6-2-305-000
Delivery Variants: customer-specific product marking, further diameters and lengths available on request

J 6-1 ALUMINUM FOIL AIR HOSE

Applications: Properties:

« exhaust air ventilation * axially compressible Applications: Standard Color:
» electrical component manufacture * bending radius equals 1.25 times « air direction . grey
*PCB mgnu_facture of dlameter_ _ « used in place, where the exhaust gas Properties:
« for ventlla.tlon technology, clean rooms * small bgndmg radius temperatures are higher, for instance in . very good heat resistance
and electrical plants + de-dusting construction machinery, harvesters,  leak-proof
Construct!on: . . Temperature Range: granules dryers in the plastics industry . fipre reinforced
« two ply al_umlnum foil mechanically + -20 °C approx. to +130 °C approx. or for the extraction of hot air from ovens . gmga| bending redius
clamped into metal band Specification: . Construction: « flame-retardant according to UL94-V0
Material: « 3 381to @ 305 mm |+ wall: one ply silicone coated fiberglass

Temperature Range:
» -70 °C approx. to +300 °C approx.

+ wall: 0.1 mm thick aluminum foil mechanically clamped into stainless

* spiral: 8 mm wide galvanised steel band steel band e ge f
Standard Color: Material: Specification:
* silver « wall: silicone fiberglass * 2 5110 2 305 mm
1.D. 0.D. Overpressure Vacuum Bending Radius Weight Stock Lengths Order No. * spiral: 8mm wide stainless steel band
mm mm bar bar mm kg/m m i i .
38 42 0.350 0190 48 030 s 6-1-038-000 1.D. 0.D. Overpressure Vacuum Bending Radius Weight Stock Lengths Order No.
mm mm bar bar mm kg/m m
51 56 0.330 0170 60 0.36 5 6-1-051-000
63 69 0.200 0.170 68 0.47 5 6-1-063-000 51 56 0.180 0.170 61 0.37 5 6-3-051-000
76 79 0.950 0150 8 054 s 61076000 63 68 0.150 0.170 73 0.48 5 6-3-063-000
90 95 0.200 0.130 95 0.57 5 6-1-090-000 76 81 0.130 0.150 86 0.55 5 6-3-076-000
102 105 0.200 0.130 105 0.60 5 6-1-102-000 %0 % 0.100 0.130 100 059 o 612,090,000
127 130 0.180 0.130 130 0.74 5 6-1-127-000 102 108 0.100 0.130 ne 0.65 5 6-3-102-000
152 158 0.150 0.090 155 0.89 5 6-1-152-000 127 188 0.090 0-130 187 060 s 131 272000
203 206 0.100 0.080 205 1.10 5 6-1-203-000 152 199 0.080 0.090 162 0.99 5 6-3-152-000
254 257 0.080 0.300 255 1.40 5 6-1-254-000 203 210 01000 01060 213 130 2 Da5,2055000
305 310 0.050 0.300 308 170 5 6-1-305-000 254 262 0.030 0.030 264 1.60 5 6-3-254-000
Delivery Variants: customer-specific product marking, further diameters and lengths available on request =05 Sk U020 QTEY 315 1.90 5 6-3-305-000

Delivery Variants: customer-specific product marking, further colors, diameters and lengths available on request
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HIGH TEMPERATURE EXHAUST EXTRACTION HOSES

J 6-4 PTFE AIR HOSE

Applications:

« for solids such as dust, powder, fibre and
chip

« for gaseous media such as vapors and
smoke

« for food and pharmaceutical industry

« for chemical industry

. Construction:

* PTFE mechanically clamped into metal band

Material:

= wall: PTFE coated fiberglass

« clamp profile: stainless steel

iR

GEd
Ramihin

J 6-5 STAINLESS STEEL AIR HOSE

Applications:

® . hot ventilation in clean room

» semiconductor manufacture and chemical
plant

« electrical component manufacture

¢ Construction:

stainless steel spiral
Material:
= wall: 0.05 mm stainless steel foil
« gpiral: stainless steel band

31
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Properties:
* anti-adhesive
» small bending radius
« strongly clamp into the wall
* odourless and tasteless
* good resistance to high temperature
* good resistance to alkalis, acids
and chemicals
» good resistance to UV and ozone
« flame-retardant according
to UL94-V0
Temperature Range:
 -70°Capprox. to +250°C approx.
Specification:
* 2 51to @ 305 mm

I.D o.D Overpressure Vacuum Bending Radius Weight Stock Lengths Order No.
mm mm bar bar mm kg/m m

51 56 0.180 0.170 61 0.35 5 6-4-051-000
63 68 0.150 0.170 73 0.45 5 6-4-063-000
76 81 0.130 0.150 86 0.52 5 6-4-076-000
90 96 0.100 0.130 100 0.55 5 6-4-090-000
102 108 0.100 0.130 112 0.61 5 6-4-102-000
127 133 0.090 0.130 137 0.76 5 6-4-127-000
152 159 0.080 0.090 162 0.93 5 6-4-152-000
203 210 0.050 0.060 213 1.10 5 6-4-203-000
254 262 0.030 0.030 264 1.30 5 6-4-254-000
305 314 0.020 0.030 315 1.70 5 6-4-305-000

Delivery Variants: customer-specific product marking, further colors, diameters and lengths available on request

Properties:

» good resistance to alkalis and acids
 bendable

* high temperature

* rigid

* long life

« stainless steel foil mechanically clamped into Temperature Range:

» -70°C approx. to +400°C approx.

Specification:
* 3 51to @ 305 mm

I1.D 0.D Overpressure Vacuum Bending Radius Weight Stock Lengths Order No.
mm mm bar bar mm kg/m m

51 55 0.180 0.210 61 0.36 2 6-5-051-000
63 67 0.150 0.210 73 0.47 2 6-5-063-000
76 80 0.130 0.210 86 0.54 2 6-5-076-000
102 107 0.100 0.150 112 0.60 2 6-5-102-000
127 132 0.090 0.150 137 0.74 2 6-5-127-000
152 158 0.080 0.130 162 0.89 2 6-5-152-000
203 209 0.050 0.100 213 1.10 2 6-5-203-000
254 316 0.030 0.060 264 1.40 2 6-5-254-000
305 312 0.020 0.060 315 1.70 2 6-5-305-000

Delivery Variants: customer-specific product marking, further diameters and lengths available on request

HIGH TEMPERATURE EXHAUST EXTRACTION HOSES

J 1-7 TPV FABRIC AIR HOSE

Applications:

« for welding gas extraction

« for air conditioning and ventilation
technology

Construction:

* spring steel wire integrated in wall

« fabric-reinforced wall

» wall thickness 0.5 mm approx.

Material:

» wall: TPV coated fabric

« spiral: spring steel wire

Standard Color:

&oP - - - -

Properties:

» compressible 4:1

« excellent resistance to alkalis, acids,
chemicals, UV, and ozone
flame-retardant according to UL94-HB

Temperature Range:

+-20 °C approx. to +150 °C approx.

* short time to +170 °C approx.

Specification:

* 2 51 to g 406 mm

* black

1.D 0.D Overpressure Vacuum Stock Lengths Order No.
mm mm bar bar m

51 61 0.240 0.145 10 1-7-051-000
63 73 0.195 0.115 10 1-7-063-000
76 86 0.160 0.080 10 1-7-076-000
102 112 0.120 0.050 10 1-7-102-000
127 137 0.100 0.035 10 1-7-127-000
152 162 0.080 0.035 10 1-7-152-000
178 187 0.070 0.020 10 1-7-178-000
203 213 0.060 0.020 10 1-7-203-000
254 264 0.050 0.010 10 1-7-254-000
305 315 0.040 0.005 10 1-7-305-000
356 366 0.035 0.005 10 1-7-356-000
406 416 0.030 0.003 10 1-7-406-000

Delivery Variants: customer-specific product marking, further colors, diameters and lengths available on request
R R (R R 7R 7R
J 20-6 SUS MICROBEND AIR HOSE @ AN
Applications: Properties:
« for high temperatureenvironment and * low cost
equipment * micro-bend, easy to construct

y * temperature-resistant to 400 °Capprox.

| ° for semiconductor, chemical,electronics,
wafer processing, LCD,secondary piping
in clean room

* high temperature resistant
* clean room available
Temperature Range:
+-70°C~+400°C

* high-winding Specification:

Construction: « @ 51- 254mm

» wall thickness: 0.05mm

Standard Color:

* silver
I.D. 0O.D. Stock Lengths Order No.
mm mm m
50 54 4 20-6-050-000
75 79 4 20-6-075-000
101 105 4 20-6-101-000
126 130 4 20-6-126-000
152 156 4 20-6-152-000
203 208 4 20-6-203-000

Delivery Variants: customer-specific product marking, diameters and lengths available on request
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INDUSTRIAL TUBES
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Applications: Properties:

pressure hose * high tensile strength and tear resistant
- for compressed air * hydrolysis resistant

« for pneumatic tools * small bending radius

- for gaseous and liquid media * gas and liquid tight
Construction: " crush-proof

* very robust

Temperature Range:
* -40 °C approx. to +90 °C approx.

« fabric reinforced wall
» smooth interior and exterior wall

Material: Specification:
* ester-polyurethane cg4to@ 12 mm
Standard Color:
* blue
1.D. O.D. Working Pressure Stock Lengths Order No.
mm mm kgf/lcm? m
4 6 15 100 7-2-001-000
5 8 15 100 7-2-002-000
6.5 10 15 100 7-2-003-000
8 12 15 100 7-2-004-000
9 15 15 100 7-2-005-000
12 16 15 100 7-2-006-000

Delivery Variants: customer-specific product marking, further colors, diameters and lengths available on request

INDUSTRIAL
TUBES

J 7-3 PU TUBE | :

Applications: Properties:

pressure hose * high tensile strength and tear resistant
« for compressed air * hydrolysis resistant

- for pneumatic tools  small bending radius

- for gaseous and liquid media * gas and liquid tight
Construction: * crush-proof

* smooth interior and exterior wall - very robust
. Temperature Range:
Material:

* -40 °C approx. to +90 °C approx.
« ether-polyurethane Specification:

Standard Color: *@25to@ 8 mm

m ° blue, black, orange and transparent

1.D. 0O.D. Working Pressure Stock Lengths Order No.

mm mm kgf/cm? m

25 4 8 200 7-3-001-000
4 6 8 200 7-3-002-000
5 8 8 100 7-3-003-000
6.5 9.5 8 100 7-3-004-000
6.5 10 8 100 7-3-005-000
8 12 8 100 7-3-006-000

Delivery Variants: customer-specific product marking, further colors, diameters and lengths available on request
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INDUSTRIAL TUBES

J 7-4 LDPE TUBE

1.D. 0O.D.
mm mm
2 3.175(1/8)
2
2.5 4
4 6
4.76(3/16) 6.35(1/4)
6 8
6.99 9.53(3/8)
7.5 10
9 12
9.53(3/8) 12.7

Working Pressure

L N
C N

Applications:

pressure hose

« for electronics, mechanical and food industry

« for conveying water, oil and gas under normal
working condition

Construction:

» smooth interior and exterior wall

Material:

* LDPE

Standard Color:

« black and transparent

Stock Lengths

kgficm? m
15 200
15 200
13 200
13 100
10 100
10 100
9 100
9 100
9 100
9 100

Properties:

* odourless and tasteless

* good resistance to mineral oll,
chemicals, UV and ozone

 small bending radius

« free of softener and halogen

* gas and liquid tight

» food complied with FDA

Temperature Range:

+ -20 °C approx. to +70 °C approx.

Specification:
*g2to@9.53 mm

Order No.

7-4-001-000
7-4-002-000
7-4-003-000
7-4-004-000
7-4-005-000
7-4-006-000
7-4-007-000
7-4-008-000
7-4-009-000
7-4-010-000

Delivery Variants: customer-specific product marking, further colors, diameters and lengths available on request

J 7-5 NYLON TUBE

I.D. 0.D.
mm mm
2 3.175(1/8)
2 4
25 4
4 6
4.76(3/16) 6.35(1/4)
6 8
6.99 9.53(3/8)
75 10
9 12
9.53(3/8) 12.7

Working Pressure

Applications:

pressure hose

« for electronics, mechanical and food industry

« for conveying water, oil and gas under normal
working condition

Construction:

* smooth interior and exterior wall

Material:

* PA6

* PA11 ~ PA12

Standard Color:

« black and transparent

Stock Lengths

kgf/cm? m
30 200
36 200
16 200
17 100
14 100
13 100
14 100
14 100
14 100
14 100

L N
L N

Properties:

* odourless and tasteless

* hydrolysis resistant

* good resistance to mineral oll,
chemicals, UV and ozone

« free of softener and halogen

* gas and liquid tight

* very robust

Temperature Range:

+-20 °C approx. to +70 °C approx.

Specification:
*@ 2102953 mm

Order No.

7-5-001-000
7-5-002-000
7-5-003-000
7-5-004-000
7-5-005-000
7-5-006-000
7-5-007-000
7-5-008-000
7-5-009-000
7-5-010-000

Delivery Variants: customer-specific product marking, further colors, diameters and lengths available on request
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J 7-6 PTFE TUBE

I1.D 0.D
mm mm

2 4

25 4

4 6
4.76(3/16) 6.35

6 8

5 8
6.35(1/4) 9.53

8 10

75 10

11 13

10 12

9 12
9.53(3/8) 12.7

Working Pressure

INDUSTRIAL TUBES

Applications:

pressure hose

« for heat exchanger

« for transportation of all kinds of corrosive
medium, chemical material and medical
intermediate.

« for transportation of hot and cold liquid
and gas

« for insulates and adiabatic sleeve

Construction:

» smooth interior and exterior wall

Material:

* PTFE

Standard Color:

* white

Stock Lengths
kgf/cm? m
15 100
12 100
10 100
100
100
100
100
100
100
100
100
100
5 100

g o g o o N NN o

4

C
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Properties:

« food quality complied with FDA

» odourless and tasteless

* insulation

» good resistance to alkalis, acids,
and chemicals

« small bending radius

« free of softener and halogen

* gas and liquid tight

Temperature Range:

» -73 °C approx. to +260 °C approx.

Specification:
*g2t029.53 mm

Order No.

7-6-001-000
7-6-002-000
7-6-003-000
7-6-004-000
7-6-005-000
7-6-006-000
7-6-007-000
7-6-008-000
7-6-009-000
7-6-010-000
7-6-011-000
7-6-012-000
7-6-013-000

Delivery Variants: customer-specific product marking, further diameters and lengths available on request

J 7-7 FEP TUBE

1.D 0.D
mm mm

2 4

2.5 4

4 6
4.76(3/16) 6.35

6 8

5 8
6.35(1/4) 9.53

8 10

7.5 10

11 13

10 12

9 12
9.53(3/8) 127

Working Pressure

Applications:

pressure hose

« for solids

« for gaseous and liquid media
Construction:

* smooth interior and exterior wall

Material:
- FEP

Standard Color:
« transparent

Stock Lengths
kgflcm? m
15 100
12 100
10 100
100
100
100
100
100
100
100
100
100
100

g o o 0 O N N N

o

L |
C N

Properties:

« food quality complied with FDA

 odourless and tasteless

* anti-adhesive

» good resistance to alkalis, acids,
and chemicals

» small bending radius

« free of softener and halogen

* gas and liquid tight

* high transparency

Temperature Range:

» -60 °C approx. to +200 °C approx.

Specification:
*@2to@9.53 mm
Order No.

7-7-001-000
7-7-002-000
7-7-003-000
7-7-004-000
7-7-005-000
7-7-006-000
7-7-007-000
7-7-008-000
7-7-009-000
7-7-010-000
7-7-011-000
7-7-012-000
7-7-013-000

Delivery Variants: customer-specific product marking, further diameters and lengths available on request
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INDUSTRIAL TUBES INDUSTRIAL TUBES

J 7-8 PAINT TUBE SSSSSSNSSS J 10-2 HOSE CLAMP

Applications: Properties: Applications: Properties:

* pressurized paint * crush-proof * special clamp for attachment of exterior « practically leak-proof and firmly

* paint transport Tank & Pump « excellent resistance against corrugated spiral hoses clamped with special bridge

* best for the pressurized solvent transport solvents « easily and quickly fitted geometry
Construction: Temperature Range: Construction: * re-usable

» smooth interior and exterior wall -5 °C approx. to +70 °C approx. « stainless steel (VA). * rust-proof

Material: Specification: « very robust

« inner: Nylon *35t02 8 mm Material:

« outer: polyurethane
Standard Color:

* transparent

* clamp band: stainless steel
* bridge: stainless steel
* screw: chrome-plated steel

Clamping Range Order No. Clamping Range Order No.
I.D. I.D.
1.D. O.D. Working Pressure Stock Lengths Order No. m[r)n m?n
mm mm kgf/(;m2 m 27-47 10-2-027-000 115-135 10-2-115-000
5 8 ; 100 +.8001-000 35-55 10-2-035-000 145-165 10-2-145-000
FeE v = e ey g— 4565 10-2-045-000 185-205 10-2-185-000
s 11 ; 100 7.8-003-000 55-75 10-2-055-000 195-215 10-2-195-000
Delivery Variants: customer-specific product marking, further colors, diameters and lengths available on request 6585 10-2-065-000 215-235 10-2-215-000
85-105 10-2-085-000 245-265 10-2-245-000
95-115 10-2-095-000 295-315 10-2-295-000
Applications: Properties: Applications:
* pressurized paint & Thinner transport » crush-proof * special clamp for attachment of exterior corrugated spiral hoses
« pressurized paint transport Tank & Pump « excellent resistance against + can install only by hands, easily and quickly fitted
Construction: solvents )
« the air hose and the pressurized solvent * best for the pressurized solvent Mate"al_:
transport hose are paired transport * clamp: stainless steel
Material: Temperature Range: * bridge: stainless steel
« inner: Nylon + -5 °C approx. to +50 °C approx. * connector: plastic steel

« outer: polyurethane
* air hose material: PU
» air hose reinforcement: ester-polyurethane

1.D. 0.D. Working Pressure Stock Lengths Order No. Clamping Range Order No. Clamping Range Order No.
kgflcm? 112, L2,
mm mm g m mm mm
air 6.5 10 6 100 7.9:001-000 27-47 10-3-027-000 115-135 10-3-115-000
paint 6.5 10 6 100 35-55 10-3-035-000 145-165 10-3-145-000
air 6.5 10 6 100 +.9-002-000 45-65 10-3-045-000 185-205 10-3-185-000
paint 8 11 7 100 55-75 10-3-055-000 195-215 10-3-195-000
. . e . . . - 10-3-065-000 215-235 10-3-215-000
Delivery Variants: customer-specific product marking, further colors, diameters and lengths available on request 6585
85-105 10-3-085-000 245-265 10-3-245-000
95-115 10-3-095-000 295-315 10-3-295-000
Applications: Properties: Applications:
« clamp for attachment of light-duty hoses with -« easily and quickly fitted « clamp for high-pressure environment
smooth exterior * re-usable

Material:
* clamp band: stainless steel
* bridge: steel pintle

* rust-proof
Material:
* clamp band: stainless steel
* screw: chrome-plated steel

Clampllr]g- Range Band Width Order No. Clampllr]g- Range Band Width Order No. Clamping Range Order No. Clamping Range Order No.
mm mm mm mm 1.D. 1.D.
13-26 9 10-1-013-000 91-115 14 10-1-091-000 mm mm

19-38 9 10-1-019-000 105-127 14 10-1-105-000 1719 10-4-017-000 4851 10-4-048-000

25-51 9 10-1-025-000 118-140 14 10-1-118-000 20-22 10-4-020-000 52:55 10-4-052-000

40-64 1 10-1-040-000 130-153 14 10-1-130-000 2325 10-4-023-000 56-59 10-4-056-000

52-76 12 10-1-052-000 156-180 14 10-1-156-000 26-28 L042026:000 G026 L022060:000

65-89 14 10-1-065-000 165-203 14 10-1-165-000 2031 10-4-026-000 64-67 10-4-064-000

78-102 14 10-1-078-000 215-255 14 10-1-215-000 3235 10-4-032-000 8273 L042066:000

36-39 10-4-036-000 74-79 10-4-074-000

Delivery Variants: customer-specific product marking, further colors, diameters and lengths available on request 40-43 10-4-040-000 80-85 10-4-080-000

44-47 10-4-044-000
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INDUSTRIAL TUBES

J 11-1 RUBBER CONNECTOR

Applications:
« soft sleeve for interior and exterior
connections

Material:
* special rubber

Standard Color:
» white and black

1.D. Order No. 1.D.
mm mm
50 11-1-050-000 125
63 11-1-063-000 150
76 11-1-076-000 200
100 11-1-100-000 250

J 11-2 STAINLESS STEEL CONNECTOR

Applications:
 to connect, reduce and extend hose lines

Material:
« stainless steel (VA) 1.4301/ AISI 304/ W2

b Order No.

mm

50 11-2-050-000

63 11-2-063-000

76 11-2-076-000
100 11-2-100-000
125 11-2-125-000
150 11-2-150-000
200 11-2-200-000
250 11-2-250-000

Applications:
* soft sleeve for interior and exterior
connections

Material:
» wall: silicone

Standard Color:
* red

I.D. Order No. 1.D.
mm mm
50 11-3-050-000 125
63 11-3-063-000 150
75 11-3-075-000 200
90 11-3-090-000 250
100 11-3-100-000 300

Temperature Range:
+ -20 °C approx. to +125 °C approx.

Suitable For Hose:

°J1-1

J1-2

*J1-3

«J1-4

«J 21

*J5-1
Order No.
11-1-125-000
11-1-150-000
11-1-200-000
11-1-250-000

Properties:

« easily and quickly fitted

Temperature Range:
* +400 °C approx.

Temperature Range:
* -40 °C approx. to +260 °C approx.

Suitable For Hose:
*J6-1
*J6-2
*J6-3
*J6-4
*J6-5

Order No.

11-3-125-000
11-3-150-000
11-3-200-000
11-3-250-000
11-3-300-000

J 11-4 HOSE INSULATOR

inch mm
2 6
3 6
4 6
5) 6
6 6
8 6

*

’\m\\-\\i\?\\\

s

I.D. Order No.
mm
25 11-6-025-000
32 11-6-032-000
38 11-6-038-000
51 11-6-051-000
63 11-6-063-000

INDUSTRIAL TUBES

Applications:

* suitable for heat and cold
transport hose

 thermal insulation

Material:
* high density compound foam

Standard Color:
* black

Stock Lengths
m

Application:
* soft sleeve for interior and exterior
connections

Material:
* rubber

Standard Color:
» white and black

Order No.

11-5-025-000
11-5-032-000
11-5-038-000
11-5-045-000
11-5-050-000

Applications:
« transmission of fluid and granule

Material:
* stainless steel

Suitable For Hose:
J 2-4
J2-5
J 2-6

I.D.

mm
76
102
127
152

Construction:
« adjustable Velcro strap

Temperature Range:
» -20 °C approx. to +160 °C approx.

Order No.

11-4-002-000
11-4-003-000
11-4-004-000
11-4-005-000
11-4-006-000
11-4-008-000

Temperature Range:
* -20°C approx. to +125°C approx.

Suitable For Hose:
J 3-2

Order No.

11-6-076-000
11-6-102-000
11-6-127-000
11-6-152-000
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J3-4 HDPE EL RIGID BEND HOSE HDPE
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J20-5 VACUUM LIFT HOSE

J 1-12 PVC ALUMINUM FLEX HOSE

@ @ PSS SIS
Applications:

« for air, fume extraction andliquid supply at low pressures
« for conveyance of powders,granules and dust extraction
« for woodworking dust

« portable air conditioner venting hose
Construction:

» wall: HDPE

Standard Color:

* black

Properties:

* self-supporting

* superior resistance to alkalis and acids

* simply increase or decrease the size

* jointing of lengths

* able to maintain shape

« electrical and surface resistance <10° Q
Temperature Range:

+-20°C ~+70 °C

Applications:

« for vacuum lift equipment
Material:

+ wall: rubber

« spiral: elastic steel wire
Properties:

* high working pressure
Temperature Range:
+-20°C~+150°C
Specification:

* 2 100-180mm

Applications:

« for transfer of air, air conditioning ductwork
Material:

 wall: PVC with Aluminum

* spiral: spring steel wire
Properties:

» small bending radius

« very good low temperature flexibility
* kink-proof

* outside PVC protection
Temperature Range:

» -20°C approx. to +80°C approx.

BRAIDED TUBE

Applications:

« for conveying water, oil, air pressure tube
Material:

«inner: PVC, NBR, PU, EPDM, etc.

« outer (fabric): PP, Nylon, Kevlar, etc.

CUSTOMER SPECIFIC
CONNECTORS

Applications:

« for hose connector processing for automotive, pneumatic
lines, oiling machine and machinery industry

« for all tube connector processing, we provide customization
service for your needs

SPRING HOSE

PNEUMATIC SPIRAL TUBE

Applications:

- for pneumatic lines, pressure tube for conveying water,
oil and air

Material:

* Nylon, PU, PE, PTFE, FEP

Properties:

« freely stretch and compression

CORRUGATED TUBE

Applications: for electrical, semiconductor, PCB, LCD,
chemical plant

Material: PTFE, FEP, PFA (PFA 951HP or PFA451H)

Properties:

» good resistance to alkalis and acids, chemicals

* high transparency

* low coefficient of friction, anti-sticking customer-specific

EXHAUST HOSE

Applications: for powdery solids such as dust,
powder and fibre

Material: PVC, PU

Properties:

* compressible 1:7

« freely stretch and compression

customer-specific

Applications: exhaust hose for modified car

Material: TPV

Construction:

« wall thickness 0.5 mm

» TPV mechanically clamped into width 8 mm stainless steel band
Properties:

good resistance to high temperature

42




